
 Ceiling recessed

 BLIEK SQUARE

1.0 LED 1.0 PAR16

 LED  COB 6/9W | 350/500mA  | 17V
 aluminium

PAR16 max. 12W | GU10 
 100-240VAC | 50-60Hz 
 aluminium 

IP20    0°-60°|355° 33°  SDCM2 L80|55K 0.47kg IP20 0°-60°|350° 0.45kg

 code 
125461W_
125461B_

 code 
125220W0
125220B0

6296

120

61

120

61

6296

wire springs wire springs111x111 75 4 -25 111x111 75 4 -25 

 ALWAYS USE 

more options and specs on page 808

 driver  | 500mA
 code 

10W 90214406
10W   dim 90224403
24W DALI 90244701

CERAVENTO GALLERY | CASA & COMPANY | DANILO CASTALDI LIGHTING CONSULTANT PESCARA | ITALY

OPTIONAL

 PAR16   6.5W |   GU10 |   phase-cut dim 
 code 

 �2700K | 460lm  901228W3 
 �2700K | 437lm 901228B3 
3000K | 500lm  901228W5 
3000K | 457lm 901228B5IC rated

LED module 20 years replaceability

 Light Colour  lumen  |  cri  code 
 2700K 480/640 |  >90 3  
 3000K 490/650 |  >90  5 
 4000K 500/670 |  >90 7 
 2000-3000K 350/500 |  >90  9 
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