
Trizo21 - Kerrebroek 52 - 9850 Deinze - Belgium - info@trizo21.com - www.trizo21.com

Material Materiaal Matériau

Finish

Lightsource

Connection

Afwerking Finition

Lichtbron Source lumineuse

ConnexionAansluiting

Specifications

Typology

Certificates

Spécifications

Typologie

Certificats

Specificaties

Typologie

Certificaten

CE CE CE
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aluminium

tige & pivot: laiton

tige: noir

pivot: canon de fusil

ring: noir / bronze / or

110V- 230V - gradation d’intensité sur l’armature

1 x LED array (inclus) 11,8W

blanc chaud: 2700K - 1241lm - CRI >97

rayon de lumière: N = 12° ou M = 24°

classe II

IP50

sol - intérieur

aluminium

stang & gewricht: messing

stang: zwart

gewricht: gunmetal

ring: zwart / brons / goud

110V- 230V - PUSH-DIM op armatuur

1 x LED array (inclusief) 11,8W

warm wit: 2700K - 1241lm - CRI >97

lichtbundel: N = 12° of M = 24°

klasse II

IP50

vloer - binnenFloor - indoor

class II

IP50

110V- 230V - PUSH-DIM on armature 

1 x LED array (included) 11,8W

warm white: 2700K - 1241lm - CRI >97

beam: N = 12° or M = 24°

rod: black

swivel: gunmetal

ring: black / bronze / gold

aluminium

rod & swivel: brass
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PUSH-DIM 

Tighten screw after each 
reposition of the armature
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DESCRIPTION: lijntekening stekker
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